
for exchanging a WILO Star-Z 15 / -Z NOVA / SALMSON Zen Ô 
home / SB 04-15 pump for a VORTEX BWO 155 with R-pump 
housing

Installed length of pump + retrofit kit: 138 mm

1" x 1/2" non-return valve
1" x 1/2" shut-off valve

W-VALVE RETROFIT

W-VALVE RETROFIT 
FOR R-PUMP HOUSING

SIMPLE PUMP  
REPLACEMENT WITHOUT  
PIPEWORK MODIFICATIONS

DIRECT PUMP 
REPLACEMENT
WILO TO VORTEX

DEUTSCHE VORTEX GMBH & CO. KG

Kästnerstraße 6  |  71642 Ludwigsburg  |  Germany 
Tel.: +49(0)7141.2552-0  |  Fax: +49(0)7141.2552-70 
info@deutsche-vortex.com

www.deutsche-vortex.com
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R-PUMP HOUSING WITH
W-VALVE RETROFIT

Suitable for WILO, SALMSON

V-PUMP HOUSING
Suitable for VORTEX, GRUNDFOS, 

LAING / LOWARA

R-PUMP HOUSING WITH
RV 153 AND KV 150

Suitable for VORTEX 

Revolutionary technology and one-of-a-kind: the BlueOne 
series from Deutsche VORTEX. Compliant with all relevant 
standards and technical guidelines.

VORTEX universal motors fit all existing systems, regardless 
of manufacturer and year of production. This means that any 
system can be upgraded or retrofitted with a VORTEX pump in 
just a few simple steps, thus providing you with great potential 
for energy savings in terms of heat loss, water usage and 
electricity consumption.

With VORTEX valves, no modifications to the pipework are 
necessary when replacing a pump.

Q/H DIAGRAM  
HIGH EFFICIENCY DHW RECIRCULATION PUMPS
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P1 = POWER CONSUMPTION [W]

WILO-Star-Z NOVA, P1max = 4.5 W

GRUNDFOS Comfort PM, P1max = 8 W

LOWARA ecocirc PRO, P1max = 9 W

VORTEX                , P1max= 9 W

CENTER DISTANCES  
COMPARED

 DOMESTIC HOT WATER PUMPS
UNIVERSAL – SIMPLE – HIGHLY EFFICIENT


